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JOHANNESBURG
TEL: (011) 392-3804

DURBAN
TEL: (031) 305-8922

CAPE TOWN
TEL: (021) 511-5654

PORT ELIZABETH
TEL: (041) 484-7268
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TERMINALS

* Pra & Un-Insutated Terminals

= Brass, Phospher Bronze and Stainless
steel Terminals

= Automolive Terminals

= |psulated and Un-Insulated End Sleeves

= “Tap-off" Terminals

= Copper Lugs and Ferrules

» Crimping Tools

¢ NEW — XLPE Lugs and Ferrules

CABLE MARKERS

* Wire Markers

* Cable Markers

e Clip-over Wire Markers

s Stainless Steel Markers

o Multimark System

o Carrier Strips

* Channel Markers

s Metal Embossing Marker Systems

+ Computerised Markers and Labelling Systems
= Heatshrinkable Markers

CABLE PROTECTION

# Flexible Conduits and Fittings

= Spiral Binding

# Perforated Cable Strapping & Studs
= Grommet Strip

+ Adhesive Insulation Tapes

o PV Sleeving

* Meoprene Rubber Sleeving

« Monofilament Braided Sleeving

¢ Thermal and Dialectric Insulation Sleeving
« Grommets

» Hole Plugs

« Blanking Plugs

s Insulating Bushings

* L.E.D. Spacers

« Pane| Fasteners

CABLE MANAGEMENT

» Cable Ties — Nylon 6,6

# (Cable Ties — Nylon 12

» Cable Ties — Stainless Steel
» Cable Ties — Re-usable

* Cable Tie Mounting Bases
+ Cable Clamps

+ Twist Locks

s “PU-Clips

* PC.B. Supports

+ Cord Grip Grommets

# Stainless Steel Strapping
# Slotted PVC Cable Trunking

Thinwall Sleeving — Commercial and Mil Spec
 Thinwall Sleeving — High Shrink Ratio

Thinwall Sleeving — Adhesive Lined

Diesel Resistant Sfeeving

High Temperature Sleeving

Medium Wall Sleeving

Medium Wall Sleeving — Adhesive Lined

PVC Sleeving

Solder Sleeves — Commercial and Mil Spec

End Caps

Cable Breakouts

Termination Kits — Low Voltage

Termination Kits — Medium Voltage

Joint Kits — Law Voltage

Joint Kits = Medium Voltage

MISCELLANY & NEW

* NEW - XLPE Copper Lugs and Ferrules

s NEW = Velcro Cable Ties for Fibre Optic Cables
* Wire Strippers

* Nylon Nuts, Bolts, Washers and Spacers

* | gck Out and Tag Out Safety Systems

* Terminal Blocks — High Temperature

* Terminal Blocks — PVC (Chocolate)

# Bus Bar Heatshrink Sleeving
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CORE & CABLE IDENTIFICATION
COMPUTERISED CABLE IDENTIFICATION
CARRIER STRIPS

STAINLESS STEEL MARKING SYSTEM
ADHESIVE LABELLING SYSTEM
HEATSHRINK MARKER SYSTEM
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DURBAN - THREE-D HOUSE, 135 MOORE ROAD, DURBAN 4001

P O BOX 18307, DALBRIDGE, S0UTH AFRICA 4014

TEL: {031) 305-8922 FAX: (031) 305-8951
JOHANNESBURG - UNIT B1 & B2, ROUTE 24, HERMAN STREET, MEADOWDALE 1609

P 0 BOX 9448, EDENGLEMN, S0UTH AFRICA 1613

TEL: (011) 392-3804 FAX: (011} 392 3812
PORT ELIZABETH - 25 HANCOCK STREET, NORTH EMD, PORT ELIZABETH 6000
P 0 BOX 1317, PORT ELIZABETH, SOUTH AFRICA &000
TEL: (041) 484-1782 FAX: (D41) 484-1791
CAPE TOWN - UNIT 25, TRAMWAYS VILLAGE, 89 MAIN ROAD, DIEPRIVER, CAPE TOWN 7800

P O BOX 259, FLUMSTEAD, SOUTH AFRICA 7801

TEL: (021) 713-0432 FAX: (021} 71 .
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IZ-TYPE MARKERS

T

1Z-TYPE
G-TYPE A comprehensive range
of cable marker products

E-TYPE !
and systems for all kinds

0-TYPE of applications and

MULTIMARK environments.

K-TYPE

UNILABEL

STAIMLESS STEEL BETAMARKER

ECHNICAL CHARACTERISTICS

. Gusseted design allows marker to fit firmly over a wide
range of cable diametres

. 9 sizes for cables from <0,5mm*® to 35mm

. Clear, legible mark

. Chewron cut for interlocking

. Colour coded option

IZ-TYPE MARKERS

A flexible PVC marker in a wide range of sizes: -
Has an expanding gusset that enables each size
to accommodate a variety of diameters.

C0580 | 15-2,0 | 0,5 5 45
Co581 2.0-32 0,75 7 45
L0615 | 2,5-4,0 | 1,0 9 4,5
C0616 2947 1,5 11 4,5
COs17 | 3457 | 25 13 | 45
C0618 3,86,3 4,0 - 5,0 15 45
£0620 | 4349 10,0 18 | 45
Co622 5,58, 25,0 LK [ 6,0
0624 | 7,9-12,7 35,0 35 6,0

1000/500
1000/500
1000/500
1000500
10007500
1000/500
500
500
250

APPLICATORS FOR IZ-TYPE CABLE MARKERS

ORDER CODE | SIZ Z-TYPE SIZE PACKED

C1251 1 T 1
C1252 2 g 1
C1253 [ < 11 1
1254 | 4 13 1
1255 ‘ 5 15 1
C1256 & 18 1

MATERIAL:; FLEXIBLE PVC

COLOUR OPTIONS:

White body marked hlack: A-7, 0-9 and symbols, available in hoxes or on reels,
Yellow hody marked hlack: A-Z, 0-9 and symbols, availalle in boxes or on reels.
Colour coded: 0-9 only, available in boxes or on reels,

SERVICE TEMPERATURE: -45°C to+70°C

CHEMICAL REISISTANCE: Excellent rasistance to sea water, detergents {10% agqueous), fuels, oils, white and industrial spirit,




G - T Y P E M A R K E R s Similar to the Z-type markers but a zero

o halogen, low smoke version with fewer sizes
o TECHNICAL CHARACTERISTICS covering a wide range of cables.

1. Limited fire hazard (LFH)

2. Zero halogen, UL94 V-0 rated self-extinguishing material
3. Gusseted design allows marker to fit firmly over a wide
range of cable diameters
4. Chevron cut ensures marks stay aligned
5. 5 sizes for cables from <1,0mm® to 50mm® t
6. Standard colour : yellow marked black

MATERIAL: Modified thermoplastic compound
thalagen, silicone and cadmium free),

FOR CABLE | COLOUR OPTIONS: Yellow body marked black:
ORDER DIAMETER MARKER ACKE A-Z, 0-9 and symbols,
ks inb R Bt L SERVICE TEMPERATURE: -45°C to +70C
€079 | 1425 - [ G310 | 1000 FLAMMARBILITY: LOT 42% 0s LJLS94 V-0 rated
CO720 2.0-3,5 . 1,0-2,5 L3220 10040 material FT1 = 350°C.
C0721 3060 | 1560 | Gal0 | 50 CHEMICAL RESISTANCE: Excellent resistance
o722 5.0-3,5 10,0-25,0 Ge1d | 250

to sea water, detergents (10% agueous), fuels and oils,

C0723 BO-12,5 | 250500 | Geizo | 250

"E-TYPE MARKERS

S TECHNICAL CHARACTERISTICS

- Snap-on marker for post-termination application
Secure grip for positive fixing to the cable
Supplied on applicators for guick and easy fixing
Suitable for cables from 0,1mm’ to 100mm*

Colour coded option
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MATERIAL: POM

COLOUR OPTIONS: White body marked hlack:

DIAMETER | SIZEmm'  |MARKER| APPLICATOR A-Z, 0-9 and symbals.
tmm) (BSO0MH(BSKZ3L)|  SIZE COLOUR Yellow body marked black:

A-Z, 0-9 and symbals,

FOR CABLE FOR CAELE

- [ C0650 ‘ 1012 | 01-05 | 1t | Brown 300 Golane tadad:
C0651 | 1,418 0,5-0,7 2 Grey 200 {European); 0-9.
el S | Yo G| 3o | | SERVICE TEMPERATURE: -40°C to +125%
| c0654 | 3345 | 2560 | 9f | Ble 300 CHEMICAL RESISTANCE: Excellent resistance
i L0655 4.5-6,0 &,0-10,0 12* Yellow 00 1o sea water, detergents (10% agueous), fuels, oils,
CO65h 5 8-8.5 10,0-16,0 15+ Qrange &0 white and industrial spirit.
C0657 B5-115 16,0-25,0 it Orarge 50
C0658 | 11.0-155 25,0-70,0 Ao Grey 50
_COBSY | 150-190 | 70,0-1000 | 24+* Grey 54

NOTE: * Pack contains 10 applicators, each carrying 30 markers.
*% pack contains 50 markers: applicators are sold separately,
please ask for detalls.







